




 

High-speed streaming capabi l i t ies : 

Engineered to  support  bandwidth- intens ive  appl icat ions , 
Thuraya IP+  prov ides  the fastest  IP  speeds for  a  sate l l i te 
broadband terminal  of  i ts  s ize  -  ready  for  connect ion in 
any  locat ion covered under  the Thuraya sate l l i te  network , 
with  speeds of  up to  444kbps on standard IP  and 384kbps 
on streaming IP  with  an integrated antenna.

  
Optimized bandwidth usage: 

Thuraya IP+  can be conf igured with  asymmetr ic  streaming 
to  a l low you to  set  upload and download speeds at 
d i f ferent  rates  based on your  usage requirements , 
he lp ing to  s igni f icant ly  reduce bandwidth costs .  With 
Thuraya IP+ ,  users  have the f lex ib i l i ty  to  address 
on-demand consumpt ion ,  such as  ut i l iz ing a  h igher 
bandwidth to  fac i l i tate  remote report ing . 

Unl imited data usage plan: 

With the unl imited data  usage p lan ,  users  can conduct 
v ideo conferences ,  f i le  t ransfers  and other 
h igh-bandwidth appl icat ions  at  a  f ixed monthly  rate ,  at 
no unexpected costs .

Easy  to  set-up and use:  

Del iver ing the h ighest  throughput  in  i ts  s ize  c lass , 
Thuraya IP+  deploys  from backpack to  broadband in  a 
matter  of  seconds ,  a l lowing you to  eas i ly  take advantage 
of  re l iab le  connect iv i ty  in  extens ive  locat ions  covered by 
Thuraya ’s  sate l l i te  network .  I ts  p lug-and-play  features 
further  ensure a  hass le-free exper ience ,  wherever  your 
miss ion takes  you .  

Compact  and l ightweight : 

Smal ler  than the s ize  of  a  regular  laptop and weighing 
only  1 .4kg ,  Thuraya IP+  is  one of  the most  compact  and 
portable  broadband terminals  ava i lab le  in  the market  - 
a l lowing users  to  achieve opt imum performance without 
an external  antenna.   

Durable  and dependable :   

Thuraya IP+  is  des igned to  withstand the harshest 
env ironments  and holds  the g lobal ly  recognized IP55 
Ingress  Protect ion Rat ing which prov ides  protect ion from 
dirt ,  dust ,  water ,  o i l  and other  non-corros ive  mater ia ls .

Key features of 
Thuraya IP+



 

Driving industries
forward, advancing
public and welfare
goals

T h u r a y a  I P +  i s  t h e  i d e a l  b r o a d b a n d  t o o l  f o r  i n d i v i d u a l s  i n  t h e  f i e l d  o r  p e r s o n n e l  o n  t h e  m o v e .  T h e 
t e r m i n a l  p r o v i d e s  o p e r a t i o n s  w i t h  t h e  f l e x i b i l i t y  o f  s e t t i n g  u p  a n y w h e r e ,  f r o m  m u l t i p l e  p o i n t s , 
a n d  s t a y i n g  c o n n e c t e d  w i t h  H Q s .  G i v e n  t h a t  i t  s u p p o r t s  v a r i o u s  a p p l i c a t i o n s ,  I P +  e m p o w e r s  a n y 
i n d i v i d u a l  o n  a  r e m o t e ,  m o b i l e  o r  l a r g e - s c a l e  m i s s i o n  w i t h  q u i c k  a n d  e f f i c i e n t  d a t a  a c c e s s ,  b e  i t 
i n  f r o m  a  r i g  o r  a  m a k e s h i f t  m e d i c a l  c a m p . 

Fuel ing energy  explorat ions :
 

From oi l f ie ld  operat ions  to  min ing and ut i l i t ies ,  Thuraya helps 
reach rura l  env ironments ,  serve  new and untapped markets 
and fac i l i tate  remote informat ion transfer  and decis ion 
making .  Industr ies  and bus inesses  re ly  on Thuraya for  a 
compet i t ive  edge in  far-reaching operat ions  across  regions .

Secur ing nat ional  interests : 

Defense forces  and deployed teams require  instant , 
c losed-group,  stable  connect iv i ty  with  command centers . 
For  years ,  Thuraya ’s  secure network  and on-the-move 
so lut ions  have effect ive ly  fac i l i tated coordinated 
communicat ions  and h igh- leve l  operat ions  among severa l 

nat ional  agencies .  In  these instances ,  Thuraya IP+  is  the 
preferred sate l l i te  data  terminal  as  i t  supports  mult ip le  v i ta l 
or  advanced appl icat ions .

A id ing re l ief  work :

Thuraya ’s  commitment  to  the Cr is is  Connect iv i ty  Charter 
lends  i t  cross-border  mobi l i ty  and accelerates  the abi l i ty  of 
emergency  teams to  deploy  communicat ions  tools  dur ing 
t imes of  cr ises .  A long with  other  satcom dev ices ,  the 
Thuraya IP+  enables  f i rst  responders  and a id  workers  with 
v i ta l  and welfare  communicat ions  for  immediate  and 
extended d isaster  re l ief  efforts . 



 

Key solutions 

T h u r a y a  I P +  s u p p o r t s  s e v e r a l  s o l u t i o n s  a p p l i c a b l e  t o  e n t e r p r i s e  o r  m i s s i o n - c r i t i c a l  c o n n e c t i v i t y 
a n d  t h o s e  g e a r e d  t o w a r d s  r e b u i l d i n g  c o m m u n i t i e s .  T h e s e  i n c l u d e : 

• emai l ,  chat  and internet  services

• VOIP (encrypted)

• encryption and secure VPN

• compression and optimization

• v ideo conferencing

• v ideo survei l lance

• portable  rel ief  k its

•  cr it ical  comms and s ituational  awareness

• border  monitoring -  remote detection & 

c lassif icat ion

• SCADA and telemetry

• underwater  pipel ine/ cable  repairs

•  vehic le  and remote asset  tracking

• distr ibuted off ices

• GSM monitoring

• portable  GSM 

• unif ied radio  +  satel l i te  comms/ 

netted comms

• TETRA over  satel l i te

•  radio  over  IP

•  PTT

• fax 



Thuraya
coverage
area

Thuraya IP+ is a powerful mobile satellite broadband that keeps you always 
connected - from anywhere under the coverage area of Thuraya's satellite 
network, which spreads across 161 countries in Asia, Africa, Australia, Europe 
and the Middle East. 

Service available

Service possible

This map represents Thuraya expectations of  coverage. For further information,

please contact Thuraya Customer Care at customer.care@thuraya.com or visit www.thuraya.com 



Physical Characteristics

Weight 1.4 kg (terminal and battery) 

Size 216mm x 216mm x 45mm

Packet Data Services

Streaming IP 384 kbps

Standard IP 444 kbps

Tolerances

Operating Temperature
Running from external supply: -25°C to +55°C

Running from battery: 0°C to +50°C

Storage Temperature
Including battery: -20°C to +60°C

Excluding battery: -25°C to +80°C

Operating Humidity 95% RH at 40°C

Mechanical Vibration
200-2000 Hz, 0.3 m 2/s³
MIL-Spec 810B 

Unpacked Drop 0.5 m on concrete surface

Ingress Protection IP55 Standard

CE, EMC 301 444, 301 489, IEC 60950

Compliances and Certifications

Thuraya IP+
technical
speci�cations



Power 

External Power
Main power supply adapter, 100-240 V AC at 50-60 
Hz

Output Voltage 19 volt DC, 3.4 amps

Battery

Battery Life
Up to 36 hours stand by time  

1 hour of continuous transmission at the highest rate

Battery Type Lithium-Ion

Interfaces

Connectors Ethernet (RJ-45)

User Interface
Web-based graphical user interface accessible via 
standard web browser.

External Antenna Connector GPS and only one antenna connector

WLAN Connectivity

IEEE 802.11 b/g/n standard with:
- WEP, WPA and WPA2 encryption
- SSID broadcasting control

- DHCP
- MAC address filtering
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